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1
BATTERY PACK

CROSS-REFERENCE TO RELATED PATENT
APPLICATIONS

This application is a divisional application of U.S. appli-
cation Ser. No. 13/265,453 filed Oct. 20, 2011, which is the
National Stage Application of International Application No.
PCT/IP2010/057216, filed Apr. 23, 2010, which claims pri-
ority to Japanese Patent Application Nos. 2009-106856 and
2009-106895 filed Apr. 24, 2009, the entire contents of all are
incorporated herein by reference.

TECHNICAL FIELD

The present invention relates to a battery pack.

BACKGROUND ART

Patent Literature 1, for example, has disclosed a technol-
ogy of forming a battery pack by: forming a battery module
by arranging multiple batteries; and arranging such battery
modules. Particularly, such a battery pack is installed in elec-
tric cars for use as drive sources for their motors.

CITATION LIST
Patent Literature

Patent Literature 1: Japanese Patent Unexamined Publica-
tion No. 2007-165164

SUMMARY OF THE INVENTION

However, the conventional battery pack has a problem that
the overall volume of the battery pack becomes large if a side
from which various brackets and the like protrude is different
from a side on which accessories such as a battery controller
are disposed.

An object of the present invention is to provide a battery
pack reduced in overall volume.

A battery pack of the present invention is characterized by
including: paired supporting members disposed with a pre-
determined interval in between; a battery module disposed
between the supporting members; and a stack member sup-
porting the battery module by linking the supporting mem-
bers to each other, and characterized in that: an extending
portion protruding from the battery module is formed by
extending an end portion of the stack member in an extending
direction of the stack member; the supporting member and
the extending portion of the stack member are connected to
each other by a supporting bracket; and accessories are
attached to at least a side surface on a side where the extend-
ing portion of the stack member is disposed, the side surface
being one of side surfaces of the battery pack which are
provided with the paired supporting members. Note that the
battery module of the present invention is not limited to one
formed from multiple batteries, but includes one formed of a
single battery.

BRIEF DESCRIPTION OF DRAWINGS

FIG. 1 is a perspective view showing a battery pack of a
first embodiment of the present invention.

FIG. 2 is a perspective view showing a process of assem-
bling the battery pack of the first embodiment of the present
invention.
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2

FIG. 3 is a perspective view showing the battery pack of the
first embodiment of the present invention which is an
assembled end product.

FIG. 4 is a plan view of the battery pack of FIG. 1 which is
viewed from above.

FIG. 5 is perspective view showing a battery pack of a
second embodiment of the present invention.

FIG. 6 is a perspective view showing a battery module of
the second embodiment of the present invention.

FIG. 7 is a front view showing the battery module of the
second embodiment of the present invention.

FIG. 8 is a plan view showing the battery module of the
second embodiment of the present invention.

FIG. 9 is a side view showing the battery module of the
second embodiment of the present invention.

FIG. 10 is an exploded perspective view showing the bat-
tery module of the second embodiment of the present inven-
tion.

FIG. 11 is an exploded perspective view showing a battery,
and first and second connection members of the second
embodiment of the present invention.

FIG. 12 is an exploded perspective view showing the bat-
tery and spacers of the second embodiment of the present
invention.

FIG. 13 shows a first pillar member of the second embodi-
ment of the present invention. FIG. 13(a) is a side view
thereof, FIG. 13(b) is a front view thereof, and FIGS. 13(c)
and 13(d) are side views of pin members.

FIG. 14 shows a second pillar member of the second
embodiment of the present invention. FIG. 14(a) is a side
view thereof, and FIG. 14(5) is a front view thereof.

FIG. 15 is a view showing a process of manufacturing the
battery pack of the second embodiment of the present inven-
tion.

FIG. 16 is another view showing a process of manufactur-
ing the battery pack of the second embodiment of the present
invention.

FIG. 17 is another view showing a process of manufactur-
ing the battery pack of the second embodiment of the present
invention.

FIG. 18 is another view showing a process of manufactur-
ing the battery pack of the second embodiment of the present
invention.

FIG. 19 is yet another view showing a process of manufac-
turing the battery pack of the second embodiment of the
present invention.

FIG. 20 is still another view showing a process of manu-
facturing the battery pack of the second embodiment of the
present invention.

FIG. 21 is the other view showing a process of manufac-
turing the battery pack of the second embodiment of the
present invention.

DESCRIPTION OF EMBODIMENTS

Embodiments of the present invention will be described
below in detail together with the drawings. Note that descrip-
tions will be given of a first embodiment and a second
embodiment as a battery pack to be installed in an electric car
being an example of a vehicle. However, the battery pack can
be installed in other vehicles such as a hybrid car including a
motor and an engine. Moreover, descriptions are given below
of a battery pack in which battery modules each obtained by
arranging multiple batteries in a thickness direction of the
batteries are vertically stacked. However, the present inven-
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tion can be applied to a battery pack in which individual
batteries are vertically stacked.

First Embodiment

FIG. 1 is a perspective view showing a battery pack of a
first embodiment of the present invention.

A battery pack 1 of the embodiment includes: three battery
modules 3, 5, 7 stacked vertically; and accessories 12
attached to side portions of the respective battery modules 3,
5,7. The battery pack 1 in an on-vehicle state is disposed in a
way that a vehicle front side, a vehicle rear side, and a vehicle
width direction are as shown by their respective arrows in
FIG. 1. Three battery modules include: the upper battery
module 3 disposed in the uppermost tier: a center battery
module 5 disposed in the middle in a height direction; and the
lower battery module 7 disposed in the lowermost tier. These
battery modules 3, 5, 7 are connected to each other by elon-
gated supporting plates 11 extending in a vertical direction
and supporting brackets 51, which will be described later.
Moreover, in each of the battery modules 3, 5, 7, multiple
plate-shaped batteries 9 are arranged in parallel in the vehicle
width direction (in the thickness direction of the batteries 9),
and are connected to each other. Furthermore, the aforemen-
tioned accessories 12 include, specifically, a battery control-
ler (for example, a lithium-ion battery controller) 13, wire
harnesses 14, an attachment plate 16 to which to attach the
battery controller 13, and the like.

FIG. 2 is a perspective view showing a process of assem-
bling the battery pack.

The supporting plates 11 are fastened by bolts to a pallet jig
31 placed on a floor surface. End plates 36 being parts of
supporting members 35 are fastened to the supporting plates
11 by bolts. Each supporting member 35 is formed from a
corresponding one of the end plates 36 and reinforcement
member 37. Specifically, the reinforcement members 37 are
joined to the end plate 36. Moreover, bent portions 375, 37¢
bent and extending in a lateral direction (a substantially hori-
zontal direction) are provided to the lower end of each rein-
forcement member 37, and a bent portion 37a bent and
extending in the lateral direction (the substantially horizontal
direction) is provided to the upper end of the reinforcement
member 37. The bent portions 37h, 37¢ are fastened to a
corresponding one of the supporting plates 11 by bolts.

Furthermore, both end portions of each of stack members
43 in a longitudinal direction are extended to form extending
portions 43a which overhang (protrude) from the battery
modules 3, 5, 7. The stack members 43 support the battery
modules 3, 5, 7 by use of bolts 45 and connecting members,
which are not illustrated.

The paired supporting members 35 formed from the end
plate 36 and the reinforcement members 37 are provided,
respectively, on the two endmost side surfaces of the battery
module 3 in the vehicle width direction. The accessories 12
(see F1G. 1) are provided on at least a side surface situated on
a side where the extending portions 43a of the stack members
43 are disposed, which is one of the side surfaces on which the
supporting members 35 are disposed. In the embodiment, the
supporting members 35 are provided respectively on both
sides in the vehicle width direction, and the extending por-
tions 43a of the stack members 43 are provided on both sides.
Thus, the attachment plate 16, the battery controller 13, and
the wire harnesses 14 connected to the battery controller 13,
which constitute the accessories 12, are disposed on the side
surfaces of both supporting members 35, 35.

Note that each of the battery modules 3, 5, 7 is formed by
arranging the plate-shaped batteries 9 side by side in the
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thickness direction. Multiple terminals (not shown) are pro-
vided on the upper surfaces of the batteries 9. Moreover, as
shown in FIG. 2, each of the supporting brackets 51 is inte-
grally formed from an upper surface 51a and a side surface
515 formed by being bent in a direction orthogonal to the
upper surface 51q, and has an almost L-shape in a side view.

In addition, as shown in FIG. 2, the supporting brackets 51
are attached, from below, to the extending portions 43a of the
stack members 43 and the bent portions 37a of the reinforce-
ment members 37. A corner portion, which is shaped almost
like the letter L in the side view, is formed, in an upper end
portion of the side surface of each supporting member 35, by
the extending portions 43a of the corresponding stack mem-
ber 43 and the bent portion 37a of the corresponding rein-
forcement member 37. The upper surfaces 51a of the support-
ing brackets 51 are pressed against the lower sides of the
extending portions 43a and the lower sides of the bent por-
tions 374, and the supporting brackets 51 are fastened to the
extending portions 43a and the bent portions 37a by screwing
bolts from above. Thus, as shown in FIG. 3, the supporting
brackets 51 are attached, from below, to the extending por-
tions 43a of the stack members 43 and the bent potions 37a of
the reinforcement members 37 with the supporting brackets
51 matched to the upper end corner portions of the supporting
members 35.

FIG. 4 is a plan view showing the battery pack shown in
FIG. 1, which is viewed from above.

As shown in FIG. 4, a length [.1 by which the extending
portion 43a of the stack member 43 protrudes from the upper
battery module 3 is set larger than a length [.2 by which the
battery controller 13 being one of the accessories 12 pro-
trudes from the upper battery module 3.

Specifically, L1 is defined as a length of the extending
portion 43a in the extending direction, between an edge 3a of
the upper battery module 3 which extends in the thickness
direction of the batteries 9 (in an extending direction of the
extending portion 43a) and an edge 435 of the extending
portion 43a of the stack member 43. Moreover, 1.2 is defined
as a length in the extending direction of the extending portion
43a between the edge 3a of the upper battery module 3 which
extends in the thickness direction of the batteries 9 and a side
surface 13a of the battery controller 13. In this respect, L1 and
L2 are set to satisfy a relationship of L1>1.2. Note that the
protruding length of each wire harnesses 14, which is not
illustrated, is also set smaller than 1.

Operations and effects of the first embodiment will be
described below.

(1) The battery pack 1 of the embodiment includes: the
paired supporting members 35, 35 disposed with a predeter-
mined interval in between; the battery modules 3, 5, 7 dis-
posed between the supporting members 35, 35; and the stack
members 43 linking the supporting members 35, 35, and
supporting the battery modules 3, 5, 7. Moreover, the extend-
ing portions 43a protruding from the battery modules 3, 5, 7
are formed by extending the end portions of the stack mem-
bers 43 in the extending direction of the stack members 43.
The accessories 12 are attached to at least a side surface on
which the extending portions 43a of the stack members 43 are
disposed, which is one of the side surfaces on which the
respective paired supporting members 35, 35 are provided.

Since the accessories 12 are attached to the side surfaces of
the supporting members 35 disposed on the sides provided
with the extending portions 43a of the stack members 43 as
described above, the overall volume of the battery pack 1 can
be reduced.

In other words, if the accessories 12 are disposed on a side
surface which is not on the sides on which the extending
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portions 43a of the stack members 43 are disposed, the vol-
ume is increased by the extending portions 43a on the side on
which the extending portions 43a are disposed and the vol-
ume is increased by the accessories 12 on the side provided
with the accessories 12. Thus, disposing the accessories 12 on
the side surfaces on the sides on which the extending portions
43a are disposed allows the overall volume of the battery pack
1 to be reduced.

(2) The protruding length L1 of the extending portions 43a
of'the stack members 43 from the battery modules 3, 5, 7 is set
to be larger than the protruding length [.2 of the accessories
12 from the battery modules 3, 5, 7.

Thus, when an impact load in the vehicle width direction is
applied to the battery pack 1, the extending portions 43a of the
stack members 43 can protect the accessories 12.

(3) In the battery pack 1 of the embodiment, the bent
portions 37a are formed by laterally bending the upper ends
of' the reinforcement members 37 joined to the end plates 36,
and the extending portions 43a overhanging from the end
portions of the battery modules 3, 5, 7 are formed by extend-
ing the end portions of the stack members 43. Then, the
supporting brackets 51 each having an almost [-shaped cross
section are attached, from below, to the bent portions 37a of
the reinforcement members 37 and the extending portions
434 of the stack members 43.

As described above, the bent portions 37« of the reinforce-
ment members 37 and the extending portions 43a of the stack
members 43 do not protrude toward the terminals of the
batteries 9. Thus, wires are easily connected to the terminals,
and the entire battery pack 1 can be made compact. Moreover,
the accessories 12 can be attached to the side surface of the
battery pack 1 which is provided with reinforcement mem-
bers 37, and the side surface is effectively used.

Second Embodiment

The second embodiment of the present invention will be
described by referring to the drawings. In the drawings, FR
indicates frontward in a vehicle frontward-rearward direc-
tion, and UP indicates upward in a vehicle upward-downward
direction.

A battery pack 102 of the embodiment is installed in an
electric car, and supplies electricity to a driving motor of the
electric car. Note that the battery pack 102 of the embodiment
can be installed in other vehicle such as a hybrid car including
a motor and an engine.

As shown in FIG. 5, the battery pack 102 installed in an
electric car (not shown) includes multiple battery modules
103 vertically stacked, and a controller (not shown).

The battery pack of the embodiment includes three battery
modules 103, and these battery modules 103 are connected
together in series, for example, by use of connection mem-
bers, which are not illustrated. As shown in FIGS. 6 to 10,
each of the battery modules 103 includes: multiple batteries
104 arranged in a row and; a frame 105 holding the multiple
batteries 104. The batteries 104 are connected together in
series by use of connection members, which are not illus-
trated.

As shown in FIGS. 11 and 12, each of the batteries 104 is
formed in a rectangular plate shape, and insertion holes 1044
are formed in the respective four corners of the battery 104 in
a manner that makes the insertion holes 1044 penetrate the
battery 104 in a plate-thickness direction. The battery 104 is
a secondary battery such as a lithium ion secondary battery, a
nickel hydrogen secondary battery, or a nickel cadmium sec-
ondary battery. The multiple batteries 104 are arranged side
by side in a row (in the thickness direction of the batteries
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104). First connection members 107 serving as connection
members, second connection members 108 serving as con-
nection members, and spacers 109 are provided between the
batteries 104.

One of the first connection members 107 and one of the
second connection members 108 are disposed together
between each adjacent two of the batteries 104. In other
words, the multiple first connection members 107 are
arranged in the direction of the row of the batteries 104 with
intervals in between, and the multiple second connection
members 108 are arranged in the direction of the row of the
batteries 104 with intervals in between.

As shown in FIG. 11, the first connection member 107
includes: a plate portion 107a to be interposed between each
two adjacent batteries 104; paired cylinder portions 1075
penetrating the plate portion 107a; paired attachment por-
tions 107¢ formed by being bent from the plate portion 107a;
and bolt portions 1074 fixed to the respective attachment
portions 107¢. The first connection member 107 is disposed
between each two adjacent batteries 104 with end portions of
the cylinder portions 1075 fitted into the insertion holes 104a
of'the battery 104 on the front side, and with the plate portion
107a interposed between the adjacent batteries 104. Mean-
while, the second connection member 108 includes: a plate
portion 108a to be interposed between each two adjacent
batteries 104; paired cylinder portions 1085 penetrating the
plate portion 108a; an attachment portion 108¢ formed by
being bent from the plate portion 108a; and a bolt portion
1084 fixed to the attachment portion 108¢. The second con-
nection member 108 is disposed between each two adjacent
batteries 104 with end portions of the cylinder portions 1085
fitted into the insertion holes 1044 of the battery 104 on the
rear side, and with the plate portion 108« interposed between
the adjacent batteries 104. Thus, the first connection member
107 and the second connection member 108 thus disposed
between each two adjacent batteries 104 cause the adjacent
batteries 104 to be positioned to each other, and form a gap
between the adjacent batteries 104.

The spacers 109 are disposed in a space between the each
two adjacent batteries 104 in which neither the first connec-
tion member 107 nor the second connection member 108 is
disposed. Each of the spacers 109 includes a cylinder portion
109a, and a flange portion 1095 provided on the circumfer-
ential surface of the cylinder portion 109a. The spacers 109
are disposed between each two adjacent batteries 104, match-
ing the insertion holes 104q of the batteries 104. Each spacer
109 is disposed between each two adjacent batteries 104 with
the end portion of the cylinder portion 109« fitted into the
corresponding insertion hole 1044 of the battery 104, and
with the flange portion 1095 interposed between the adjacent
batteries 104. The spacers 109 thus disposed cause the adja-
cent batteries 104 to be positioned to each other, and form a
gap between the adjacent batteries 104. Moreover, different
spacers 110 are disposed between each endmost battery 104
and its corresponding end plate 111.

As shown in FIGS. 6 to 10, the frame 105 includes: paired
end plates 111 sandwiching the stacked multiple batteries
104; multiple through-bolts 112 inserted in the end plates 111
and the multiple batteries 104 in the direction of the row of the
batteries 104; stack members 43 situated on the outer side of
the batteries 104, and extending in the direction of the row of
the batteries 104; and a stack plate 114.

The through-bolts 112 are provided, matching the respec-
tive insertion holes 104a of each battery 104. The two
through-bolts 112 on the rear side are respectively inserted in
the cylinder portions 1075 of the first connection members
107 and the cylinder portions 109a of the spacers 109 as well.
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Meanwhile, the two through-bolts on the front side are
inserted in the cylinder portions 1085 of the second connec-
tion member 108 and the cylinder portions 1094 of the spac-
ers 109 as well. Then, nuts 115 are screwed to the through-
bolts 102, respectively. Thus, the through-bolts 112 support
the multiple batteries 104, and the paired end plates 111 hold
the multiple batteries 104 between the end plates 111. While
in this state, the two through bolts 112 on the rear side are
connected to the first connection members 107, and the two
through bolts 112 on the front side are connected to the
second connection members 108.

As shown in FIG. 7, each of the stack members 43 is
formed in a band plate-like shape, and is provided on the rear
side of the battery module 103. An extending portion 434 is
formed in each of the two end portions of the stack member
43. Moreover, multiple first insertion holes (not shown) are
formed in the stack members 43, matching the first connec-
tion members 107, respectively. The bolt portions 1074 of the
first connection members 107 are inserted in the first insertion
holes, and nuts 116 are screwed to the bolt portions 1074,
respectively. Thus, the first connection members 107 are fixed
to the stack members 43. In other words, the first connection
members 107 link together the stack member 43 and the
through-bolts 112 on the front side. Note that a center line CL,
in FIG. 7 indicates a center position of the battery module 103
in the direction of the row (longitudinal direction).

As shown in FIGS. 8 and 9, the stack plate 114 is formed in
aband plate-like shape, and is provided on the front side of the
battery module 103. An attachment portion 114a is formed in
each of the two end portions of the stack plate 114 by bending.
An insertion hole 1145 is formed in the attachment portion
114a, penetrating the attachment portion 114a in the direction
of the row of the batteries 104. A nut 114¢ is fixed to the
attachment portion 114a. The nut 114¢ communicates with
the insertion hole 1145 Moreover, multiple second insertion
holes (not shown) are formed in the stack plate 114, matching
the second connection members 108, respectively. The bolt
portions 1084 of the second connection members 108 are
inserted in the second insertion holes, and nuts 117 are
screwed to the bolt portions 1084, respectively. Thus, the
second connection members 108 are fixed to the stack plate
114. In other words, the second connection members 108 link
the stack plate 114 and the through-bolts 112 on the front side
to each other.

As shown in FIGS. 6 and 9, a reinforcement plate 118 is
fixed to each of the end plates 111. A first attachment portion
118a is formed in a stack member 43-side end portion of the
reinforcement plate 118 by bending, and paired second
attachment portions 1184 are formed in a stack plate 114-side
end portion of the reinforcement plate 118 by bending. An
engagement hole 118¢ serving as a first engaging portion is
formed in each of the second attachment portions 11864.

In the battery module 103 including the multiple batteries
104 and the frame 105, an interval between the connection
members (the first connection members 107 and the second
connection members 108) adjacent to each other in the direc-
tion of the row of the batteries 104 becomes smaller from the
ends toward the center in the direction of the row of the
batteries 104 of the battery module 103.

Each of the battery modules 103 is supported at both end
portions 10354 in the direction of the row of the batteries 104.
Moreover, each of the stack members 43, the stack plate 114,
and the through-bolts 112 are supported at both ends thereof.
In this state, a space is provided between each two battery
modules 103 vertically adjacent to each other, and a space is
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8

provided below the lowermost battery module 103. The bat-
teries 104 are designed to be cooled by the air flowing through
these spaces.

A main frame, which is not illustrated, includes first and
second pillar members 121, 122 being paired pillar members
provided in a manner that makes the first and second pillar
members 121, 122 correspond to the respective end portions
of' the battery module 103 in the direction of the row, and the
like, as well as is configured to be fixed to a vehicle body. The
first and second pillar members 121, 122 each support the
corresponding end portion of the battery module 103.

As shown in FIGS. 13(a) and 13(), the first pillar member
121 includes: a pillar main body 123 formed of a plate mem-
ber; and multiple pin members 124 fixed to the pillar main
body 123, and serving as second engagement portions.

As shown in FIG. 13(c), a tapered portion 1244 having a
circular truncated cone shape whose diameter becomes
smaller toward the tip is formed in an end portion of each of
the pin members 124. The tapered portion 124a is inserted in
and is thus engaged with the corresponding one of the engage-
ment holes 118¢ of the reinforcement members 118. The pin
member 124 is specifically a screw. Note that the tapered
portion 124a may be formed integrally with the pin member
124, as shown in FIG. 13(c). Alternatively, like a pin member
224 shown in FIG. 13(d), a separate tapered cap 224a may be
fitted to an end of the pin member 224.

The pillar main body 123 is formed of: a first flat plate
portion 123a; a second flat plate portion 1235 formed by
being bent from a side edge of the first flat plate portion 123a;
a third flat plate portion 123¢ formed by being bent from a
side edge of the second flat plate portion 1235; and a fourth
flat plate portion 1234 formed by being bent from the third flat
plate portion 123¢. Accordingly, the pillar main body 123 has
an almost W-shaped cross section.

In the first flat plate portion 1234, the pin members 124 are
arranged with an interval between each two adjacent pin
members 124 in the longitudinal direction of the first pillar
member 121. Moreover, a pin member 126 different from the
pin members 124 is also fixed to the first flat plate portion
123a.

In the fourth flat plate portion 1234, insertion holes 123e
are formed with an interval between each two adjacent inser-
tion holes 123e¢ in the longitudinal direction of the pillar
member 121, and insertion holes 123f are formed with an
interval between the insertion holes 123f'in the longitudinal
direction ofthe pillar member 121. Each of the insertion holes
123f'is positioned between the corresponding two adjacent
insertion holes 123¢, and one of the insertion holes 123fis
provided with a nut 125. The nut 125 is fixed to the fourth flat
plate portion 1234 by welding or the like, and communicates
with the one insertion hole 123/

The second pillar member 122 is basically the same as the
first pillar member 121, and is formed to be right-left sym-
metrical with respect to the first pillar member.

As shown in FIGS. 14(a) and 14(b), the second pillar
member 122 includes: a pillar main body 128 formed of a
plate member; and multiple pin members 129 fixed to the
pillar main body 128, and serving as the second engagement
portions.

A tapered portion 1294 whose diameter becomes smaller
toward the tip is formed in an end portion of each of the pin
members 129, as in the case of the pin members 124. The
tapered portion 129q is engaged with the corresponding one
of'the engagement holes 118¢ of the reinforcement members
118 by being inserted in the engagement hole 118¢. The pin
member 129 is a screw. Note that the tapered portion 129«
may be formed integrally with the pin member 129. Alterna-
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tively, like the pin member described using FIG. 13, a sepa-
rate tapered cap (not shown) may be fitted to an end of a pin
member.

The pillar main body 128 is formed of: a first flat plate
portion 128a; a second flat plate portion 1285 formed by
being bent from a side edge of the first flat plate portion 128a;
a third flat plate portion 128¢ formed by being bent from a
side edge of the second flat plate portion 1285, and a fourth
flat plate portion 1284 formed by being bent from the third flat
plate portion 128¢, as well as has an almost W-shaped cross
section.

In the first flat plate portion 1284, the pin members 129 are
arranged with an interval between each two adjacent pin
members 129 in the longitudinal direction of the second pillar
member 122. Moreover, a pin member 130 different from the
pin members 129 is also fixed to the first flat plate portion
128a.

In the fourth flat plate portion 1284, insertion holes 128¢
are formed with an interval between each two adjacent inser-
tion holes 128¢ in the longitudinal direction of the pillar
member 122, and insertion holes 128/ are formed with an
interval between the insertion holes 128f'in the longitudinal
direction ofthe pillar member 122. Each of the insertion holes
128f are positioned between the corresponding two adjacent
insertion holes 128e. The second pillar member 122 is not
provided with a nut which corresponds to the nut 125 of the
first pillar member 121.

Next, descriptions are given of a method of positioning the
battery modules and a method of manufacturing the battery
pack. The method of positioning the battery modules is a
method of positioning the battery modules 103 and the first
and second pillar members 121, 122 relative to one another,
the battery modules 103 each including the multiple batteries
104 in a row, the first and second pillar members 121, 122
being the paired pillar members for supporting the end por-
tions of the battery modules 103 in the direction of the row.
The battery modules 103 and the first and second pillar mem-
bers 121, 122 are designed to be capable of being positioned
using a jig apparatus 200 shown in FIG. 15.

The jig apparatus 200 includes: a pallet 201; and bolts 204,
205 being turn prevention members for preventing the turn of
pillar members 121, 122. Note that in the descriptions below,
the lateral direction (right-left direction) and the longitudinal
direction of the pallet 201 will be simply referred to as the
lateral direction and the longitudinal direction, respectively.

The pallet 201 includes: a base portion 201g shaped like a
rectangular plate; and leg portions 201p formed integrally
with the respective lower portions of the base portion 201g.

In the upper surface of the base portion 201g, paired sup-
porting portions 201a, 2015 extending in the longitudinal
direction are formed respectively in both edge portions in the
lateral direction, and a block portion 201c¢ is formed between
the paired supporting portions 2014, 2015. In the base portion
201g, paired groove portions 201d, 201e are formed respec-
tively in a portion between the supporting portion 201a and
the block portion 201¢, and in a portion between the support-
ing portion 2015 and the block portion 201¢. The groove
portions 201d, 201e extend in the longitudinal direction, and
are formed with an interval in between in the lateral direction.

Multiple lateral groove portions 201/ extending in the lat-
eral direction are formed in the supporting portion 201a.
Multiple lateral groove portions 201/ extending in the lateral
direction arc formed in the supporting portion 2015. The
lateral groove portions 201f are formed with an interval
between each two adjacent lateral groove portions 201fin the
longitudinal direction, and the lateral groove portions 201/
are formed with an interval between each two adjacent lateral
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groove portions 201/ in the longitudinal direction. Moreover,
multiple insertion holes 201/ are formed in the supporting
portion 201a, and multiple insertion holes 201%, 201; are
formed in the supporting portion 2015. The insertion holes
201% are formed with an interval in between in the longitu-
dinal direction, and the insertion holes 2014, 201/ are formed
with an interval in between in the longitudinal direction. The
insertion holes 201/ penetrate the supporting portion 201a in
the lateral direction, and the insertion holes 2014, 201; pen-
etrate the supporting portion 2015 in the lateral direction. The
corresponding one of the bolts 204, 205 is inserted into each
of'the insertion holes 201/, 2014, 201;. In addition, reinforce-
ment plates 201m are provided on the outer surface of each of
the supporting portions 201a, 2015, and the insertion holes
2014, 201k 201; are formed, respectively penetrating the
reinforcement plates 201 as well. An upper surface 2017 of
the right supporting portion 2015 functions as a slide support
portion for slidably supporting the second pillar member 122
in away that enables the adjustment of an interval between the
first and second pillar members 121, 122 in the direction of
the row of the batteries 104, and the adjustment of relative
positions of the respective first and second pillar members
121, 122 in the direction orthogonal to the direction of the row
of the batteries 104.

Screw holes 2017 are formed in both side portions of the
block portion 201c¢, situated coaxial with the respective inser-
tion holes 201/, 201%, 201 which are formed in the support-
ing portion 201a, 2015. The screw holes 201 are formed,
extending in the lateral direction.

In the method of manufacturing the battery pack, the bat-
tery modules 103 are mounted on the pallet 201 with the first
and second pillar members 121, 122 in between in such a way
that: the direction of the row of the batteries 104 coincides
with the lateral direction of the pallet 201; and the direction
orthogonal to the direction of the row of the batteries 104
coincides with the longitudinal direction of the pallet 201.

In the method of manufacturing the battery pack, firstly, as
shown in FIG. 16, the first and second pillar members 121,
122 are assembled to the jig apparatus 200 (a pillar members
assembling step).

To be more specific, the first pillar member 121 is mounted
on the one (left) supporting portion 201a, and the second
pillar member 122 is mounted on the other (right) supporting
portion 2015. At this time, the third flat plate portions 123c,
128¢ of the first and second pillar members 121, 122 are
mounted on upper surfaces 201¢, 2017 of the supporting
portions 201a, 2015, respectively; and the fourth flat plate
portions 1234, 1284 of the first and second pillar members
121, 122 are brought into contact with inner surfaces 201s (an
inner surface of the supporting portion 2015 is not shown) of
the supporting portions 2014, 2015, respectively.

Then, the bolt 204 is inserted in the insertion hole 201/ of
the one (left) supporting portion 201a on a far side and in the
insertion hole 123/ of the first pillar member 121 on the far
side. Subsequently, the bolt 204 is screwed to the nut 125.
Subsequently, the bolt 205 is inserted in the insertion hole
201/ of the supporting portion 201a on a near side and in the
insertion hole 123/ of the first pillar member 121 on the near
side. Thereafter, the bolt 205 is screwed to the corresponding
screw hole 2017. Thus, the first pillar member 121 is fixed to
the pallet 201.

After that, the bolt 205 is inserted in the insertion hole 201/
of'the other (right) supporting portion 2015 on the far side and
in the insertion hole 1281 of the second pillar member 122 on
the far side. Subsequently, the bolt 205 is screwed to the
corresponding screw hole 201x. Concurrently, the bolt 205 is
inserted in the insertion hole 201% of the supporting portion
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2015 on the near side and in the insertion hole 128/ of the
second pillar member 122 on the near side. Thereafter, the
bolt 205 is screwed to the corresponding screw hole 201z.
While in this state, the second pillar member 122 is supported
by the upper surface 2017 of the supporting portion 2015,
movable in the longitudinal direction and the lateral direction.
To be more specific, the second pillar member 122 is movable
in a direction toward the first pillar member 121, which is the
lateral direction. Thus, the second pillar member 122 is slid-
ably supported by the upper surface 2017 of the supporting
portion 2015 in a way that enables the adjustment of the
interval between the first and second pillar members 121, 122
in the lateral direction (the direction of the row of the batteries
104), and the adjustment of the relative positions of the
respective first and second pillar members 121, 122 in the
longitudinal direction (the direction orthogonal to the direc-
tion of the row of the batteries 104) are adjustable. In this
configuration, the diameter of each of the insertion holes 123f;
128/ of the first and second pillar members 121, 122 is
formed, larger than the diameter of a shaft portion of the bolts
205, and there is a backlash between each of the insertion
holes 123/, 128/ and their corresponding bolts 205. Accord-
ingly, the insertion holes 128fallow the second pillar member
122 to move in the lateral direction (the direction of the row of
the batteries 104) and in the longitudinal direction (the direc-
tion orthogonal to the direction of the row of the batteries
104), with the bolts 205 being inserted. Moreover, while in
this state, the turn of the first pillar member 121, specifically
the turn thereof about an imaginary axis extending in the
longitudinal direction, is prevented by the bolts 204, 205. In
addition, the turn of the second pillar member 122, specifi-
cally the turn thereof about an imaginary axis extending in the
longitudinal direction, is prevented by the bolts 205.

Next, as shown in FIG. 17, slingers 206 are fixed to the two
respective end portions of the battery module 103 by bolts
207, 208.

Subsequently, as shown in FIG. 18, the slingers 206 are
hooked to a crane (not shown), and the battery module 103 is
moved to a position above the jig apparatus 200 by the crane.
Then, as shown in FIGS. 19 and 20, the battery module 103 is
lowered (moved) toward the first and second pillar members
121, 122 assembled to the jig apparatus 200. Thereafter, the
pin members 124, 129 of the first and second pillar members
121, 122 are engaged with the insertion holes 1185 of the
battery module 103, and the first and second pillar members
121, 122 and the battery module 103 are positioned relative to
one another (a relative positioning step). At this time, the
tapered portions 129a of the pin members 129 are inserted
into the insertion holes 1185 while being in contact with the
insertion holes 1185, and this causes the second pillar mem-
ber 122 to be automatically positioned to the battery module
103.

After the positioning is completed in the foregoing manner,
nuts 209 are screwed to the pin members 124, 129, respec-
tively, and the battery module 103 is thereby fixed to the first
and second pillar members 121, 122 (a fixing step). The
remaining two battery modules 103 are positioned and fixed
to the first and second pillar members 121, 122 by repeating
the foregoing steps (see FIG. 20).

Next, a bolt 210 is screwed to each of the nuts 114¢ of the
extending portions 43a of the second supporting member 113
of the battery modules 103, and thus the extending portions
43a are fixed to the first and second pillar members 121, 122
(see F1G. 21). At this time, the bolts 210 can by screwed to the
nuts 114¢ by inserting the bolts 210 into the lateral groove
portions 201/, 201i. Then, the slingers 206 are removed from
the battery modules 103. Frame members other than the first

10

15

20

25

30

35

40

45

50

55

60

65

12

and second pillar members 121, 122, as well as a control
device and the like are attached to the battery modules 103.
Thus, the assembly of the battery pack 102 is completed. The
battery pack 102 can be detached from the pallet 201 by
removing the bolts 204, 205.

Next, operations and effects of the second embodiment
will be described below.

(1) The embodiment enables the adjustment of the interval
between the first and second pillar members 121, 122 in the
direction ofthe row of the batteries 104, and the adjustment of
the relative positions of the respective first and second pillar
members 121, 122 in the direction orthogonal to the direction
of'the row. This makes it possible to easily absorb a dimension
error of each battery module 103 in the direction of the row of
the batteries 104.

(2) Moreover, in the present embodiment, the turn preven-
tion members are the bolts 204, 205; and the second pillar
member 122 being one ofthe pillar members has the insertion
holes 128/ which allow the movement of the pillar member
122 in the direction of the row of the batteries 104, and in the
direction orthogonal to the direction of the row, with the bolts
205 being inserted. Accordingly, the relatively simple con-
figuration makes it possible to prevent the turn of the second
pillar member 122 while allowing the movement of the sec-
ond pillar member 122.

(3) Furthermore, in the embodiment, engaged portions are
the engagement holes 118¢; and engaging portions are the pin
members 124, 129 including the tapered portions 124a, 129a
which are formed in a way that makes the tapered portions
124a, 1294 each become smaller in diameter toward the tip
portion. This enables the engagement holes 118¢ and the pin
members 124, 129 to be engaged together smoothly.

It should be noted that the entireties of Japanese Patent
Application No. 2009-106895 (whose filing date is Apr. 24,
2009) and Japanese Patent Application No. 2009-106856
(whose filing date is Apr. 24, 2009) are incorporated herein.

Moreover, the present invention is not limited to the
embodiments describe above, and can employ other various
embodiments within the scope not departing from the gist of
the present invention.

For example, in the second embodiment, the slide support
portion is not limited to the upper surface 2017 of the other
supporting portion 2015, and may be the upper surface 201¢
of the one supporting portion 201a. In this case, the screw
hole 201 is provided instead of the nut 125. In this case, the
upper surface 201¢ slidably supports the first pillar member
121 in a way that enables the adjustment of the interval
between the first and second pillar members 121, 122 in the
lateral direction (the direction of the row of the batteries 104),
and the adjustment of the relative positions of the respective
first and second pillar members 121, 122 in the longitudinal
direction (the direction orthogonal to the direction of the row
of the batteries 104). Furthermore, the slide support portion
may be formed of the upper surfaces 201¢, 2017 of the two
respective supporting portions 201a, 2015. In other words, it
suffices if the slide support portion supports at least one of the
paired pillar members in a way that enables the adjustment of
the interval between the paired pillar members in the direction
of the row in the battery module, and the adjustment of the
relative positions of the respective paired pillar member in the
direction orthogonal to the direction of the row.

Note that the present invention includes the following char-
acteristics.

(1) The method of positioning the battery modules 103, in
which the battery modules 103 each including the multiple
batteries 104 arranged in a row and the paired pillar members
121, 122 supporting the end portions of the battery modules
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103 in the direction of the row are positioned relative to one
another, the method including the steps of: assembling the
paired pillar members 121, 122 to the jig apparatus 200
enabling the adjustment of the interval between the paired
pillar members 121, 122 in the direction of the row and the
adjustment of the relative positions of the respective paired
pillar members 121, 122 in the direction orthogonal to the
direction of the row; positioning the pillar members 121, 122
and the battery modules 103 relative to one another by: mov-
ing the paired pillar members 121, 122, which are assembled
to the jig apparatus 200, and the battery modules 103 relative
to one another; engaging the engaged portions of the battery
modules 103 and the engaging portions of the paired pillar
members 121, 122 together; and adjusting the interval
between the pillar members 121, 122 and the relative posi-
tions of the respective pillar members 121, 122.

(2) The method of positioning the battery modules,
wherein: the jig apparatus 200 is provided with the bolts 204,
205 serving as the members for preventing the turn of the
pillar members; the pillar members have the insertion holes
allowing the pillar members 121, 122 to move in the direction
of'the row and in the direction orthogonal to the direction of
the row, with the bolts 204, 205 being inserted in the insertion
holes; and the turn of the pillar members are prevented by the
bolts 204, 205 and the insertion holes.

(3) The method of positioning the battery modules,
wherein: the engaged portions are the engagement holes; and
the engaging portions are the pin members 129 each having
the tapered portion which is formed in a way that makes the
tapered portion become smaller in diameter toward a tip por-
tion.

(4) The jig apparatus 200 for the battery pack 102 which
includes: the pallet 201 including the slide support portion;
and the bolts 204, 205 serving as the turn prevention mem-
bers, the jig apparatus 200 capable of positioning the battery
modules 103 and the paired pillar members 121, 122 in the
battery pack 102 in which both end portions of the battery
modules 103 in the direction of the row are supported by the
paired pillar members 121, 122, the jig apparatus 200 wherein
atleast one of the paired pillar members 121, 122 includes the
insertion holes allowing the pillar members 121, 122 to move
in the direction of the row and in the direction orthogonal to
the direction of the row, with the turn prevention members
inserted in the insertion holes, as well as is slidably supported
by the slide supporting portion in a way that enables the
adjustment of the interval between the paired pillar members
121, 122 in the direction of the row, and the adjustment of the
relative positions of the respective paired pillar members 121,
122 inthe direction orthogonal to the direction of the row; and
the turn is prevented by the turning prevention members.

INDUSTRIAL APPLICABILITY

The present invention makes it possible to reduce the over-
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attached to the side surfaces of the supporting members dis-
posed on the sides where the extending portions of the stack
members.

In other words, if the accessories would be disposed on a

side surface on a side different from the sides where the 4o

extending portions of the stack members are disposed, the
volume would be increased by the extending portions on the

14

side where the extending portions are disposed, while the
volume would be increased by the accessories on the side
where the accessories are provided. For this reason, disposing
the accessories on the side surfaces on the sides where the
extending portions are disposed makes it possible to reduce
the overall volume of the battery pack.

REFERENCE SIGNS LIST

1 BATTERY PACK

3 UPPER BATTERY MODULE (BATTERY MODULE)

5 CENTER BATTERY MODULE (BATTERY MODULE)

7 LOWER BATTERY MODULE (BATTERY MODULE)

9 BATTERY

12 ACCESSORIES

13 BATTERY CONTROLLER (ACCESSORY)

14 WIRE HARNESS (ACCESSORY)

16 ATTACHMENT PLATE (ACCESSORY)

35 SUPPORTING MEMBER

36 END PLATE (SUPPORTING MEMBER)

37 REINFORCEMENT MEMBER (SUPPORTING MEM-
BER)

43 STACK MEMBER

43a EXTENDING PORTION

51 SUPPORTING BRACKET

The invention claimed is:

1. A battery pack comprising:

paired supporting members disposed with a predetermined

interval in between;

a battery module disposed between the supporting mem-

bers; and

a stack member supporting the battery module by linking

the supporting members to each other, wherein

an extending portion protruding from the battery module is

formed by extending an end portion of the stack member
in an extending direction of the stack member, and the
supporting members are connected to the extending por-
tion of the stack member,

the supporting member includes a side surface constituting

a corresponding one of side surfaces of the battery pack,
and a bent portion bent at and extending from an end
portion of the side surface, and

accessories are attached to at least a side surface on a side

where the bent portion of the supporting member is
disposed, among side surfaces of the battery pack which
are provided with the paired supporting members.

2. The battery pack according to claim 1, wherein

the supporting members include end plates and reinforce-

ment members, respectively,

the end plates are provided to two ends of the battery

module, and the reinforcement members are connected
to the end plates, respectively, and the

bent portion is provided to the reinforcement members.

3. The battery pack according to claim 1, further compris-
ing a support bracket configured to connect the support mem-
ber and the extending portion of the stack member.

4. The battery pack according to claim 1, wherein a length
by which the extending portion of the stack member protrudes
from the battery module is set larger than a length by which
the accessories protrude from the battery module.

#* #* #* #* #*
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